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57 ABSTRACT

An optical touch device includes an indication plane, two
image sensing units and a processing unit. The two image
sensing units are disposed at two corners of the indication
plane diagonal to each other, respectively, and the two corners
define a diagonal line connected therebetween. The process-
ing unit is electrically connected to the two image sensing
units. When two touch points are performed on the indication
plane, the processing unit determines whether the two touch
points are located at opposite sides of the diagonal line,
respectively, according to images sensed by the two image
sensing units. Once the two touch points are located at oppo-
site sides of the diagonal line, respectively, the processing
unit calculates and outputs coordinates of the two touch
points immediately according to the images sensed by the two
image sensing units.
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OPTICAL TOUCH DEVICE AND TOUCH
SENSING METHOD

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to an optical touch device and a touch
sensing method and, more particularly, to an optical touch
device having two image sensing units disposed at two cor-
ners of an indication plane diagonal to each other, respec-
tively, and a touch sensing method adapted to the optical
touch device.

2. Description of the Prior Art

Since consumer electronic products have become more
and more lighter, thinner, shorter, and smaller, there is no
space on these products for containing a conventional input
device, such as mouse, keyboard, etc. With development of
touch technology, in various kinds of consumer electronic
products (e.g. display device, all-in-one device, mobile
phone, personal digital assistant (PDA), etc.), a touch device
has become a main tool for data input. Compared with other
touch designs, such as a resistive touch design, a capacitive
touch design, an ultrasonic touch design, or a projective touch
design, an optical touch design has lower cost and is easier to
use, especially for large-size touch display.

A conventional optical touch device senses a touch point
indicated by a touch object (e.g. finger or stylus) on an indi-
cation plane by two image sensing modules arranged sepa-
rately using a light-shielding manner or a light-reflecting
manner. When the image sensing modules sense the touch
object, a processing unit of the optical touch device can cal-
culate the touch point indicated by the touch object accord-
ingly.

Referring to FIGS. 1 and 2, FIG. 1 is a schematic diagram
illustrating a light-reflecting type optical touch device 1 of the
prior art, and FIG. 2 is a light-shielding type optical touch
device 1' of the prior art. As shown in FIG. 1, the optical touch
device 1 comprises an indication plane 10, two image sensing
units 12, a processing unit 14 and two light emitting units 16.
The processing unit 14 is electrically connected to the two
image sensing units 12. The two image sensing units 12 are
disposed at two opposite corners of the same side of the
indication plane 10. The two light emitting units 16 are dis-
posed adjacent to the two image sensing units 12, respec-
tively. As shown in FIG. 2, the main difference between the
optical touch device 1' and the aforesaid optical touch device
1 is that the optical touch device 1' replaces the light emitting
units 16 adjacent to the image sensing units 12 by a plurality
of light emitting units 16 (e.g. light emitting frames) disposed
around the indication plane 10.

When the optical touch device 1 or the optical touch device
1'is used for sensing one single touch point performed by one
single finger, the position of the touch point can be calculated
by a triangulation method easily. However, once there are
multiple touch points performed by two or more than two
fingers, it is complicated for the processing unit 14 to identify
and calculate positions of the touch points and this could
result in mis-identification and interference. Ghost points are
one problem for example. As shown in FIGS. 1 and 2, when
two touch objects (e.g. two fingers) touches the indication
plane 10 simultaneously, two touch points RP1, RP2 and two
ghost points GP1, GP2 will be generated by images captured
by the two image sensing units 12. At this time, the processing
unit 14 will calculate coordinates of the two touch points RP1,
RP2 and coordinates of the two ghost points GP1, GP2
according to the images sensed by the two image sensing
units 12. Afterward, the processing unit 14 identifies the two
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2

touch points RP1, RP2 as real touch points by some charac-
teristics and conditions and then outputs the coordinates of
the two touch points RP1, RP2 after identification. The
appearance of ghost points GP1, GP2 will increase compli-
cation and difficulty in identifying touch points and algorithm
thereof so that the probability of mis-identification will
increase in the optical touch device when sensing two or more
than two touch points.

SUMMARY OF THE INVENTION

The invention provides an optical touch device having two
image sensing units disposed at two corners of an indication
plane diagonal to each other, respectively, so as to solve the
aforesaid problems.

The invention further provides a touch sensing method
adapted to the optical touch device.

According to an embodiment of the invention, an optical
touch device comprises an indication plane, two image sens-
ing units and a processing unit. The two image sensing units
are disposed at two corners of the indication plane diagonal to
each other, respectively, and the two corners define a diagonal
line connected therebetween. The processing unit is electri-
cally connected to the two image sensing units. When two
touch points are performed on the indication plane, the pro-
cessing unit determines whether the two touch points are
located at opposite sides of the diagonal line, respectively,
according to images sensed by the two image sensing units.
Once the two touch points are located at opposite sides of the
diagonal line, respectively, the processing unit calculates and
outputs coordinates of the two touch points immediately
according to the images sensed by the two image sensing
units.

According to another embodiment of the invention, a touch
sensing method is adapted to an optical touch device and the
optical touch device comprises an indication plane and two
image sensing units, wherein the two image sensing units are
disposed at two corners of the indication plane diagonal to
each other, respectively, and the two corners define a diagonal
line connected therebetween. The touch sensing method com-
prises steps of when two touch points are performed on the
indication plane, the processing unit determining whether the
two touch points are located at opposite sides of the diagonal
line, respectively, according to images sensed by the two
image sensing units; and once the two touch points are located
at opposite sides of the diagonal line, respectively, the pro-
cessing unit calculating and outputting coordinates of the two
touch points immediately according to the images sensed by
the two image sensing units.

As mentioned in the above, the optical touch device of the
invention disposes the two image sensing units at two corners
of the indication plane diagonal to each other, respectively.
Once two touch points, which are performed on the indication
plane, are located at opposite sides of the diagonal line,
respectively, there will be no ghost points and the processing
unit can calculate and output the coordinates of the two touch
points immediately according to the images sensed by the two
image sensing units. Accordingly, the probability of generat-
ing ghost points will decrease and then the probability of
mis-identification for the optical touch device will decrease.

These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram illustrating a light-reflecting
type optical touch device of the prior art.
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FIG. 2 is a light-shielding type optical touch device of the
prior art.

FIG. 3 is a schematic diagram illustrating an optical touch
device according to an embodiment of the invention.

FIG. 4A is a schematic diagram illustrating one touch point
performed on the indication plane first and two images sensed
by the two image sensing units, respectively.

FIG. 4B is a schematic diagram illustrating two touch
points performed on the indication plane and two images
sensed by the two image sensing units, respectively.

FIG. 5 is a schematic diagram illustrating two touch points
performed on the indication plane simultaneously and two
images sensed by the two image sensing units, respectively.

FIG. 6 is a schematic diagram illustrating two touch points
performed on the indication plane 30 and being moving.

FIG. 7 is a flowchart illustrating a touch sensing method
according to an embodiment of the invention.

DETAILED DESCRIPTION

Referring to FIG. 3, FIG. 3 is a schematic diagram illus-
trating an optical touch device 3 according to an embodiment
of'the invention. As shown in FIG. 3, the optical touch device
3 comprises an indication plane 30, two image sensing units
32 and a processing unit 34. The two image sensing units 32
are disposed at two corners of the indication plane 30 diago-
nal to each other, respectively, and the two corners define a
diagonal line 36 connected therebetween. The processing unit
34 is electrically connected to the two image sensing units 32.
In practical applications, the indication plane 30 may be a
touch panel for a user to perform touch operation; the image
sensing unit 32 may be, but not limited to, a charge-coupled
device (CCD) sensor or a complementary metal-oxide semi-
conductor (CMOS) sensor; and the processing unit 34 may be
a processor or a controller with data calculation/processing
function. In this embodiment, the light emitting units 16
shown in FIG. 1 may be disposed adjacent to the two image
sensing units 32 (e.g. light-shielding type) or the light emit-
ting units 16 shown in FIG. 2 may be disposed around the
indication plane 30 (e.g. light-reflecting type) based on prac-
tical applications. It should be noted that once the light emit-
ting units 16 shown in FIG. 1 are disposed adjacent to the two
image sensing units 32, there may be light reflecting compo-
nents or light absorbing components disposed around the
indication plane 30 based on practical applications. Since the
arrangement of the light emitting units and the related com-
ponents can be achieved by one skilled in the art, it will not be
depicted in detail herein.

When two touch objects touch the indication plane 30, the
processing unit 34 determines whether two touch points per-
formed by the two touch objects are located at opposite sides
of the diagonal line 36, respectively, according to images
sensed by the two image sensing units 32. Once the two touch
points are located at opposite sides of the diagonal line 36,
respectively, the processing unit 34 calculates and outputs
coordinates of the two touch points immediately according to
the images sensed by the two image sensing units 32. As
shown in FIG. 3, two touch points RP,, RP, are located at
opposite sides of the diagonal line 36, respectively and there
is no ghost point since the two image sensing units 32 are
disposed diagonally. At this time, the processing unit 34 cal-
culates included angles o, B, a,, B, between the two touch
points RP,, RP, and the diagonal line 36. Then, the process-
ing unit 34 puts the included angles ., B, &, p, and a length
D of the diagonal line 36 into the following equations 1 to 4 so
as to calculate the coordinates (X;,Y,), (X5, Y,) of the two
touch points RP |, RP,.
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D xtane; Equation 1
L= taney +tanf)
Y] = X| Xtana; . Equation 2
D xtanas Equation 3
27 tana, +tanf,
Y2 = X, Xtana;. Equation 4

In other words, since the two image sensing units 32 of the
optical touch device 3 are disposed two corners of the indi-
cation plane 30 diagonal to each other, respectively, there will
be no ghost points once the two touch points RP,, RP,, which
are performed on the indication plane 30, are located at oppo-
site sides of the diagonal line 36, respectively. Accordingly,
the processing unit 34 can determine the two touch points
RP,, RP, as real touch points and then calculates and outputs
the coordinates (X,,Y)), (X,,Y,) of the two touch points RP |,
RP, immediately according to the images sensed by the two
image sensing units 32. Therefore, the probability of gener-
ating ghost points will decrease and then the probability of
mis-identification for the optical touch device 3 will decrease.

Referring to FIGS. 4A and 4B, FIG. 4A is a schematic
diagram illustrating one touch point RP, performed on the
indication plane 30 first and two images 1, 1, sensed by the
two image sensing units 32, respectively, and FIG. 4B is a
schematic diagram illustrating two touch points RP,, RP,
performed on the indication plane 30 and two images I,', I,
sensed by the two image sensing units 32, respectively. As
shown in FIG. 4B, the two touch points RP,, RP, both are
located at one side of the diagonal line 36 so two ghost points
GP,, GP, are generated accordingly. As shown in FIG. 4A,
once the touch point RP, is performed on the indication plane
30 first, the two image sensing units 32 sense two images I,
1,, respectively, wherein the image I, is sensed by the left
image sensing unit 32 from pixel P, to pixel P,,and the image
1, is sensed by the right image sensing unit 32 from pixel P, to
pixel P, Afterward, when the touch point RP, is performed
on the indication plane 30 after the touch point RP |, the two
image sensing units 32 sense two images I,', I,', respectively.
At this time, the processing unit 34 can identify which two of
RP,, RP,, GP,, GP, are real touch points according to bright-
ness variance of the images I, I, and the images I,', I’ (i.e.
according to appearance sequence of the two touch points
RP,, RP,) and then calculates and outputs coordinates of the
two touch points RP,, RP,. In other words, once the two touch
points RP |, RP, both are located at one side of the diagonal
line 36 and are not performed on the indication plane 30
simultaneously, the processing unit 34 can identify the two
touch points RP,, RP, as real touch points and then calculates
and outputs coordinates of the two touch points RP,, RP,
according to appearance sequence of the two touch points
RP,, RP, sensed by the two image sensing units 32. It should
be noted that the coordinates of the touch points RP,, RP,
may be calculated by the aforesaid equations 1 to 4 and that
will not be depicted in detail herein.

Referring to FIG. 5, FIG. 5 is a schematic diagram illus-
trating two touch points RP,, RP, performed on the indication
plane 30 simultaneously and two images I, I, sensed by the
two image sensing units 32, respectively. As shown in FI1G. 5,
the two touch points RP |, RP, both are located at one side of
the diagonal line 36 so two ghost points GP,, GP, are gener-
ated accordingly. Once the two touch points RP,, RP, are
performed on the indication plane 30 simultaneously, the two
image sensing units 32 sense two images I,, 1,, respectively,
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wherein the image I, is sensed by the left image sensing unit
32 from pixel P, to pixel P, and the image I, is sensed by the
right image sensing unit 32 from pixel P, to pixel P,. As
shown in the image [, the brightness of the touch point RP |,
which is far away from the left image sensing unit 32, is lower
than the brightness of the touch point RP,, which is close to
the left image sensing unit 32. As shown in the image I,, the
brightness of the touch point RP,, which is far away from the
right image sensing unit 32, is lower than the brightness of the
touch point RP,, which is close to the right image sensing unit
32. At this time, the processing unit 34 can identify which two
of RP,, RP,, GP,, GP, are real touch points according to
brightness of the images I,, I, and then calculates and outputs
coordinates of the two touch points RP |, RP,. In other words,
once the two touch points RP,, RP, both are located at one
side of the diagonal line 36 and are performed on the indica-
tion plane 30 simultaneously, the processing unit 34 can iden-
tify the two touch points RP,, RP, as real touch points and
then calculates and outputs coordinates of the two touch
points RP,, RP, according to brightness of the two touch
points RP,, RP, sensed by the two image sensing units 32. It
should be noted that the coordinates of the touch points RP,
RP, may be calculated by the aforesaid equations 1 to 4 and
that will not be depicted in detail herein.

Referring to FIG. 6, FIG. 6 is a schematic diagram illus-
trating two touch points RP,, RP, performed on the indication
plane 30 and being moving. As shown in FIG. 6, the two touch
points RP |, RP, both are located at one side of the diagonal
line 36 so two ghost points GP,, GP, are generated accord-
ingly. Once the two touch points RP |, RP, are moving on the
indication plane 30, the positions of the two touch points RP,,
RP, can be found by two touch points RP,', RP,', which are
prior to the touch points RP,, RP,, since moving trajectories
of'the touch points RP |, RP, are known. In other words, once
the two touch points RP |, RP, both are located at one side of
the diagonal line 36 and are moving on the indication plane
30, the processing unit 34 can identify which two of RP |, RP,,
GP,, GP, arereal touch points and then calculates and outputs
coordinates of the two touch points RP |, RP, according to
moving trajectories of the two touch points RP,, RP,. It
should be noted that the coordinates of the touch points RP,
RP, may be calculated by the aforesaid equations 1 to 4 and
that will not be depicted in detail herein.

Referring to FIG. 7, FIG. 7 is a flowchart illustrating a
touch sensing method according to an embodiment of the
invention. The touch sensing method shown in FIG. 7 is
adapted to the aforesaid optical touch device 3. As shown in
FIG. 7, first of all, step S100 is performed to sense images of
two touch points by the two image sensing units 32 when the
two touch points are performed on the indication plane 30.
Afterward, step S102 is performed to determine whether the
two touch points are located at opposite sides of the diagonal
line 36, respectively, according to the images sensed by the
two image sensing units 32. Once the two touch points are
located at opposite sides of the diagonal line 36, respectively
(as shown in FIG. 3), step S104 is performed to calculate and
output coordinates of the two touch points immediately
according to the images sensed by the two image sensing
units 32. Once the two touch points both are located at one
side of the diagonal line 36 and are not performed on the
indication plane 30 simultaneously (as shown in FIGS. 4A
and 4B), step S106 is performed to identify the two touch
points as real touch points and then calculate and output
coordinates of the two touch points according to appearance
sequence of the two touch points sensed by the two image
sensing units 32. Once the two touch points both are located
at one side of the diagonal line 36 and are performed on the
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indication plane 30 simultaneously (as shown in FIG. 5), step
S108 is performed to identify the two touch points as real
touch points and then calculate and output coordinates of the
two touch points according to brightness of the two touch
points sensed by the two image sensing units 32. Once the two
touch points both are located at one side of the diagonal line
36 and are moving on the indication plane 30 (as shown in
FIG. 6), step S110 is performed to identify the two touch
points as real touch points and then calculate and output
coordinates of the two touch points according to moving
trajectories of the two touch points. It should be noted that
each part or function of the control logics of the touch sensing
method shown in FIG. 7 may be implemented by software,
hardware or the combination thereof.

As mentioned in the above, the optical touch device of the
invention disposes the two image sensing units at two corners
of the indication plane diagonal to each other, respectively.
Once two touch points, which are performed on the indication
plane, are located at opposite sides of the diagonal line,
respectively, there will be no ghost points and the processing
unit can calculate and output the coordinates of the two touch
points immediately according to the images sensed by the two
image sensing units. Accordingly, the probability of generat-
ing ghost points will decrease and then the probability of
mis-identification for the optical touch device will decrease.
Furthermore, once the two touch points, which are performed
on the indication plane, both are located at one side of the
diagonal line, the processing unit may identify the two touch
points as real touch points and then calculates and outputs the
coordinates of the two touch points according to the appear-
ance sequence of the two touch points sensed by the two
image sensing units, the brightness of the two touch points
sensed by the two image sensing units, or the moving trajec-
tories of the two touch points selectively. It should be noted
that the features of the invention not only can be applied to a
touch device for identifying two touch points but also can be
applied to a touch device for identifying more than two touch
points by one skilled in the art.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended claims.

What is claimed is:

1. An optical touch device comprising:

an indication plane having four corners;

only two image sensing units disposed at two of the four

corners of the indication plane diagonal to each other,
respectively, the two of the four corners defining a diago-
nal line connected therebetween; and

a processing unit electrically connected to the two image

sensing units;

wherein when two touch points are performed on the indi-

cation plane, the processing unit determines whether the
two touch points are located at opposite sides of the
diagonal line, respectively, according to images sensed
by the two image sensing units;

once the two touch points are located at opposite sides of

the diagonal line, respectively, the processing unit deter-
mines that there is no ghost point immediately without
performing any additional processes of identifying
ghost point and then calculates and outputs coordinates
of the two touch points immediately after determining
that the two touch points are located at opposite sides of
the diagonal line;

once the two touch points both are located at one side of the

diagonal line and are performed on the indication plane
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simultaneously, the processing unit identifies the two once the two touch points are located at opposite sides of
touch points as real touch points and then calculates and the diagonal line, respectively, determining that there is
outputs coordinates of the two touch points according to no ghost point immediately without performing any

brightness of the two touch points sensed by the two
image sensing units; 5
once the two touch points both located at one side of the
diagonal line and are not performed on the indication
plane simultaneously, the processing unit identifies the

additional process of identifying ghost point and then
calculating and outputting coordinates of the two touch
points immediately after determining that the two touch
points are located at opposite sides of the diagonal line;

two touch points as real touch points and then calculates once the two touch points both are located at one side of the
and outputs coordinates of the two touch points accord- | diagonal line and are performed on the indication plane
ing to appearance sequence of the two touch points simultaneously, identifying the two touch points as real

sensed by the two image sensing units;

once the two touch points both are located at one side of the
diagonal line and are both moving on the indication
plane, the processing unit identifies the two touch points

touch points and then calculating and outputting coor-
dinates of the two touch points according to brightness
of the two touch points sensed by the two image sensing

as real touch points and then calculates and outputs 13 units;
coordinates of the two touch points according to the once the two touch points both are located at one side of the
moving trajectories of the two touch points. diagonal line and are not performed on the indication
2. A touch sensing method adapted to an optical touch plane simultaneously, identifying the two touch points
device, the optical touch device comprising an indication as real touch points and then calculating and outputting
plane and only two image sensing units, the indication plane 20 coordinates of the two touch points according to appear-
having four corners, the two image sensing units being dis- ance sequence of the two touch points sensed by the two

posed at two of the four corners of the indication plane diago-
nal to each other, respectively, the two of the four corners
defining a diagonal line connected therebetween, the touch
sensing method comprising: 25
when two touch points are performed on the indication
plane, determining whether the two touch points are
located at opposite sides of the diagonal line, respec-
tively, according to images sensed by the two image
sensing units; I T S

image sensing units;

once the two touch points both are located at one side of the
diagonal line and are moving on the indication plane,
identifying the two touch points as real touch points and
then calculating and outputting coordinates of the two
touch points according to the moving trajectories of the
two touch points.



